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PIN Address

614358774 19330 Fairhaven Ct Round Hill 20141
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Specialized
Engineering

“Engineers o Geologists e Inspeciors

Project: Fairhaven Project No. 94579
Client: Loudoun County, Virginia Lab No. 5142
Locations: 100" from entrance Sample Date: 7/22/2008
Test Methods: D2488, D2216, D4318, VTM-8 Proctor: VTM-1
Classifications: Proctor and CBR Test Results
Soll Description: Brown clayey sand Maximum Density - pcf 115.3
Classifications: USCS: SC
AASHTO: A6 % Optimum Moisture 14.1
Liquid Limit: 37
Plastic Limit: 24 } % Compaction 96
Sleve Size Percent Passing / RETRIN.
3/4" 100 % Moisture (before soak) 13.7
378" 100
#4 94 % Moisture (after soak) 18.1
#10 88 :
#40 62 % Swell 0.9
#200 44 »35 5L
CBR 53
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Specialized
Engineering

Engineers o Geologists e Inspectors

Project: Fairhaven Project No. 94579
Client: Loudoun County, Virginia Lab No. 5141
—== Locations: Cul-de-sac Sample Date: 712212009
Test Methods: D2488, D2216, D4318, VTM-8 Proctor: VTM-1
Classifications: Proctor and CBR Test Results
Soll Description: Brown ciayey sand Maximum Density - pcf 112.9
Classifications: USCS: SC
AASHTO: A-7-6 % Optimum Moisture 15.8
Liquid Limit: 41
Plastic Limit: 24 % Compaction 96
Sieve Size Percent Passing /' ReTAIN.
3/4" 100 ' % Moisture (before soak) 15.5
3/8" 100
#4 95 % Moisture (after soak) 20.3
#10 89
#40 64 % Swell 1.2
#200 46 ) 5
7 CBR M
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